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SHELL: 713-473-9461 CHEMTREC: 800-424-9300 SHELL: 713-241-4819 " BE SAFE
READ DUR PRODUCT
ACUTE HEALTH « FIRE REACTIVITY SAFETY INFORMATION
LEASY - D SLIGHT - & MODERAIE - 2 . .- RO
2 * 4 ﬁ o HAZARD RATING }"m s exmeme PASE 1T O

IPROOUCT L IASIUTT LA
REGLAE 1|

#For gcute and chronic heslth affects refer 10 the discussion In Section Il

HELL S0L B HT
PRODUCT P SHEL

CHEMICAL ), SOLVENT NAPHTHA (PETROLEUM), LIGHT ALIPHATIC
NAME ‘

CHEMICAL b, HYDROCARBON SOLVENT
FAMILY 4

SHELL
ODE > a128s

P SHELL 50L B KT*

-

SOLVENY NAPHTHA (PETRULEUM), LIGHT ALIPHATIC : 64742-83-8 100
CONTAINS I

N~HEXANE 110-54-~-3 25-35
CYCLOHEXANE 110-82-7 . 1-2
2-METHYL PENTANE 107-83-6 20-24
3~METHYL PENTANE . 86-14-0 18-23

gaowe -

*A COWMPLEX COMBINATION OF PREDOMINATELY CS TO CA HYDROCARBONS, EXACT COMPOSITION WILL VARY.

HNIS HAZARD RATING: HEALTH 1 FIRE 3 REACTIVITY O

SECTION II-B ACUTE rux:c.x'rv DATA

NO. ACUTE DRAL LDEO ACUTE nemt. Lbso ACUTE INHALATION LCSQ
P NOT AVAILABLE

1+ >25 ML/KG (RAT) >8 ML/KG (RABBIT) 73,680 PPM/4H {(RAT)
A 28 .7 G/KG (RAT) N/& T7.000 PPM/iH (RAT)

“BASED UPON TESTING OF EITHER PRODUCT OR ESSENTIALLY SIMILAR PRODUCTS.

THE HEALTH EFFECTS NOTED BELOW ARE CONSISTENT WITH REQUIREMENTS UNDER THE OSHA HAZARD COMMUNICATION
STANDAROD (25 CFR 1910, 1200). ' :

EYE CONTACT
BASED DN PRODUCT TESTING LIQUID [S PRACTICALLY NONIRRITATING TO THE EY
CONCENTRATIONS MAY BE IRRITATING. ES. WIGH vapoR

SKIN CONTACT

BASED ON PRODUCT TESTING LIGQUID IS MILOLY IRRITATING TO THE SKIN.

. .
CONTACT GAN RESULT IN DEFATTING AND DRYING OF THE SKIN WHICH MAY RES LT TN SKIN, IREPEATED LIQUID

ULT IN SKIN IRRITATION AND
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DERMATITIS.
INHALATION

VAPORS MAY CAUSE IRRITATION TO THE.NOSE. THROAT AND RESPIRATORY TRACT. HIGH VAFOR CONCENTRATIONS
MAY CAUSE CENTRAL NERVOUS SYSTEM (CNS) DEPRESSION. PROLONGED AND REPEATED INHALATIDN OF N-HEXANE
(& COMPONENT OF THIS PRODOUCT) MAY PRODUCE PERIPHERAL AND CENTRAL MERVE DAMAGE.

INGESTION i
INGESTION OF PRODUCT MAY RESULT IN VOMITING; ASPIRATION (BREATHING) OF VOMITUS INTO THE LLNGS MUST
HE AVOIDED AS EVEN SMALL QUANTITIES MAY RESULT IN ASPIRATION PNEUMONITIS.

SIGNS AND SYMPTOMS

IRRITATION AS NOTED ABOVE. EARLY TO MODERATE CNS DEFRESSION MAY BE EVIDENCED BY GIDGINESS,
HEADACHE, DIZZINESS AND NAUSEA; IN EXTREME CASES, UNCONSCIDUSNESS AND DEATH MAY OCCUR. ASPIRATION
PNEUMONITIS MAY BE EVIDENCED BY COUGHING, LABDRED BREATHING AND CYANOSIS (BLUISH SKIN):; IN SEVERE
CASES DEATH MAY OCCUR. PERIPHERAL NERVE DAMAGE MAY AE EVIDENCED BY MUSCULAR WEAKNESS aND LDSS OF
SENSATION IN THE ARMS AND LEGS.

AGGRAVATED MEDICAL CONDITIONS .
PREEXISTING EYE, SKIN, RESPIRATORY DISORDERS MAY BE AGGRAVATED BY EXPOSURE TO THIS PRODUCT.

IMPAIRED PERIPHERAL NERVE FUNCTIONS FROM PREEXISTING DISORDERS MAY BE  AGGRAVATED BY EXROSLRE TO A
COMPONENT QF THIS PRODUCT.

SEE SECTION VI FOR SUPPLEMENTAL INFORMATION.

SECTION IV OCCUPATIONAL EXPOSURE LIMITS
. OSHA ACGIH _ OTHER
No. PEL/TWA PEL/CEILING TLY/TUA TLV/STEL
p NOT AVAILABLE '
1 500 PPM 400 PPM
A 50 PPM 50 PPM
B 300 PPM 300 PPM

‘EKPDSUEE LIMITS FOR RUBHER SOLVENT RECOMMENDED AS A GUIDELINE.

- ----.-—---—----—.—-----—_-----.-..-__--_—.-----_---.....___.----_--—-—-----—---q—---_---

SECTION V ENERGENCY AND FIRST AID PROCEOURES
EYE CONTACT

FLUSH EYES WITH WATER. IF IRRITATION OCCURS. GET MEDICAL ATTENTION.
SKIN CONTACT

REMOVE COUNTAMINATED CLOTHING/SHOES. FLUSH SKIN WITH WATER. FOLLOW BY WASHING WITH SOAP AND WATER.
1F IRRITATION OCCURS, GET MEDICAL ATTENTION. DO NOT REUSE CLOTHING UNTIL CLEANED.

INHALATION

REMOVE VICTIM TO FRESH AIR AND PROVIDE OXYGEN IF BREATHING IS DIFFICULT. GIVE ARTIFICIAL
RESPIRATION IF NOT BREATHING. GET MEDICAL ATTENTION.

INGESTION

00 NOT INDUCE VOMITING. I[If VOMITING OCCURS SPONTANEOUSLY, KEEF HEAD ﬂELDH HIPS TO PREVENT
ASPIRATION OF LIQUID INTO THE LUNGS. GET MEDICAL ATTENTION.™

-

NOTE TO PHYSICIAN
“1F MORE THAN 2.0 ML PER KG HAS BEEN INGESTED AND VOMITING HAS NOT OCCURRED, EMESIS SHOULD BE
INDUCED WITH SUPERVISION. KEEP VICTIM'S HEAD BELOW HIPS YO PREVENT ASPIRATION. IF SYMPTOMS SUCH

AS LOS5 OF GAG REFLEX. CONVULSIONS OR UNCONSCIOUSNESS DCCUR BEFORE EMESIS, GASTRIC LAVAGE USING A
CUFFED ENDOTRACHEAL TUBE SHOULD BE CONSIDERED. '

SECTION VI

THIS PRODUCT MAY CONTAIN CERTAIN ISOPARAFFINS THAT Have BEEN DEMONSTR
MALE RATS AND CARDIAC SENSITIZATION IN OTHER SPECIES. OF THE KiDhee fLONEY DAMAGE IN

THE RELEVANCE OF THE KIDNEY EFFECT MaA
[S UNKNOWN. THERE IS NO EVIDENCE THAT EXPDSURE TO INDUSTRIALLY ACCEPTABLE LEVELS OF HYDRgCIgBDNg
{(E.G., THE TLV) HAVE PRODUCED CARDIAC EFFECTS IN HUMANS \

- SUCH SENSITIZATION, HOWEVER MAY CA
FATAL CHANGES IN HEART RHYTHM. THIS LATTER EFFECT HAS BEEN SHOWN TO BE ENHAMNCED BY HQFDXI#CGSS$HE
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INJECTION DF ADRENALIN-LIKE AGENTS.

STUDLIES ON N-HEXANE IN LABORATORY ANIMALS HAVE SHOWN MILD, TRANSITORY EFFECTS ON THE SPLEEN AND
BLOOD (WHITE BLOCD CELLS), AND EVIDENCE OF LUNG DAMAGE. IN AODITION, FETOTOXICETY HAS BEEN
DEMONSTRATED AT LEVELS PROOUCING MATERMAL TOXICITY. AT HIGH LEVELS, INHALATION EXPOSURE HAS
RESULTED IN TESTICULAR AND EPIDIOYMAL ATROPHY.

REPEATED EXPOSURES OF RABBITS TO HIGH VAPOR CONCENTRATION OF CYCLOHEXANE CAUSEQ SLIGHT INCREASE IN
BLOOD CLOTTING TIME AND MINDR MICROSCOPIC CHANGES IN LIVER AND KIONEY. CYCLOHEXANE WAS NOT
MUTAGENIC IN THE AMES TEST BUT CAUSED A DOSE-RELATEQ INCREASE IN 5ISTER CHROMATIOD EXCHANGE IN
CULTURED HUMAN LYMPHOCYTE CELLS.

SECTIDN VII PHYSICAL DATA
BOILING POINT: 142-ta3 SPECIFIC GRAVITY: 0.674 VAPOR PRESSURE: 2320
(DEG F) (H20=1) &0 DEG F {MN HG) & {00 DEG F
MELTING POINT: NOT AVAILAHLE SOLUBILITY: NEGLIGIBLE VAPOR DENSITY: 2.9
(DEG F) (IN WATER) (AIR=1)
EVAPORATION RATE (N-BUTYL ACETATE = 1): 9.1 | vOC: 100% e5.52

LB/GAL ®77 DEG F

APPEARANCE AND DCCR:
COLORLESS LIQUID. HYORDCARSBON ODOR.

SECTION VIII FIRE AND EXPLOSIDN HAZARDS
FLASH POINT AND METHOD: ‘ FLAMMABLE LIMITS /% VOLUME IN AIR
0 DEG F (TCC) LOWER: § UPPER: 7

EXTINGUISHING MED1A

USE WATCR FOG, FOAM, DRY CHEMICAL OR C02. DO NAOT USE A DIRECT STREAM OF WATER. PRODUCT WILL FLOAT
AND CAN BE REIGNITED ON SUFACE OF WATER.

SPECIAL FIRE FIGHYING PROGEDURES AND PRECAUTIONS

DANGER. EXTREMELY FLAMMABLE, CLEAR FIRE AREA OF UNPROTECTED PERSONNEL AND ISOLATE. DO NDT ENTER
CONFINED FIRE SPACE WITHOUT FULL BUNKER GEAR (HELMET WITH FACE SHIELD, BUNKER COATS, GLOVES AND
RUBBER BOOTS), INCLUDING A POSITIVE PRESSURE NIOQSH APPROVED SELF-CONTAINED BREATHING APPARATUS.
CooL FIRE EXPDSED CONTAINERS WITH WATER.

UNUSUAL FIRE AND EXPLOSION MAZARDS :
CONTAINERS EXPOSED TO INTENSE HEAT FROM FIRES SHOULD BE COOLED WITH WATER TO PREVENT VAPDR PRESSURE
BUILDUP WHICH €OULD RESULT IN CONTAINER RUPTURE. CONTAINER AREAS EXPOSED TO DIRECT FLAME CONTACT

N SHOULD BE CODLED WITH LARGE QUANTITIES OF WATER AS NEEDED TO PREVENT WEAKENING OF CONTAINER

STRUCTURE .
SECTION IX REACTIVITY T TTTTTTITRTTRTTmmmmsmomcooes T
STABILITY: STABLE HAZAROQUS POLYMERIZATION; WILL NOT accur

CONDITIONS AND MATERIALS TO AVOID;

AVOID HEAT, SPARKS, FLAME AND CONTACT WITH STRONG DXIDIZING AGENTS. PREVENT VAPOR ACCUMULATION,
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HAZARDOUS BDECOMPOSITION PRODUCTS
CARBON MONDXIDE AND UNIOENTIFIED ORGANIC COMPOUNOS MAY BE FORMED DURING COMBUSTION.

RESPIRATORY PROTECTION
AVOID PROLONGED OR REPEATED BREATHING OF VAPORS. IF EXPOSURE MAY OR DUES EXCEED OCCUPATIONAL
EXPOSURE LIMITS (SEC. IV} USE A NIOSH-APPROVED RESPIRATOR YO PREVENT QVEREXPOSURE. IN ACCORD WITH
19 CFR 1910.134 USE EITHER AN ATMOSPHERE-SUPPLYING RESPIRATOR OR AN AIR-PURIFYING RESPIRATOR FOR
DRGANIC VAPDRS.

PROTECTIVE CLOTHING

AVOID CONTACT WITH EYES. WEAR SAFETY GLASSES DR GOGGLES AS APPROPRIATE. AVOID PROLONGED OR
REPEATED CONTACT WITH SKIN. WEAR CHEMICAL-RESISTANT GLOVES AND OTHER CLOTHING AS REQUIRED TO
MINIMIZE CONTACT. TEST DATA FROM PUBLISHED LITERATURE AND/DR GLOVE AND CLOTHING MANUFAGTURERS
INDICATE THE BEST PROTECTION IS FROVIDED BY A NITRILE BARRIER.

ADOLTIONAL. PROTECTIVE MEASURES :
USE EXPLOSION-PROUF VENTILATION AS REQUIRED TO CONTROL VAPOUR CONCENTRATIONS. AIR-DRY CONTAMINATED
CLOTHING IN A WELL VENTILATED AREA, THEN LAUNDER BEFORE REUSING.

- —— e o o e o o

SECTION XI ENVIROMMENTAL PROTECTION

e e e e o e e o e e o e e o B o m o e o o

SPILL OR LEAK PROCEDURES

DANGER. EXTREMELY FLAMMABLE. ELIMINATE ALL IGNITION SOURCES. HANDLING EQUIPMENT MUST BE GROUNDED
TO PREVENT SPARKING, 94w+ |LARGE SPILLS *=s ISOLATE THE HAZARD AREA AND DENY ENTRY TO UNNECESSARY
PERSONNEL.  WEAR APPROPRIATE RESPIRATOR AND PROTECTIVE CLOTHING. SHUT OFF SOURCE OF LEAX ONLY IF
SAFE TO 00 SD. DIKE AND CONTAIN. WAYER FGG MAY BE USEFUL IN SUPPRESSING VAPOR CLOWD: CONTAIN
RUN-OFF. REMOVE WITH VACUUM TRUCKS OR PUMP TO STDRAGE/SALVAGE VESSELS. S0AK UP RESIDUE WITH AN :
ABSORBENT SUCH AS CLAY, SAND DR OTHER SUITAHLE MATERIAL: PLACE IN NON-LEAKING CONTAINERS FOR PRCPER
DISPOSAL. FLUSH AREA WITH WATER TO REMOVE TRACE RESIDUE; DISPOSE OF FLUSH SOLUTIONS AS ABOVE, »*==
SMALL SPILLS *** TAKE UP WITH AN ABSORBENT MATERIAL AND PLACE IN NON-LEAKING CONTAINERS: SEAL
TIGHTLY FOR PROPER DISPOSAL. i : .

SECTION XII SPECIAL PRECALITIONS

Pl e 0 o L ] o

KEEP LIQUID AND VAPOR AWAY FROM HEAT, SPARKS AND FLAME, SURFACES THAT ARE SUFFICLENTLY HOT MAY
IGNITE EVEN LIQUID PRODUCT IN THE ABSENCE OF SPARKS OR FLAME. EXTINGUISH PILOT LIGHTS, CIGARETTES
AND TURN OFF DTHER SQURCES OF IGNITION PRIOR TOD USE AND LINTIL ALL VAPORS ARE GOME. VAPORS MAY
ACCUMIILATE AND TRAVEL TO IGNITION SOURCES DISTANT FROM THE HANDLING SITE; FLASH-FIRE CAN RESULT.
KEEP CONTAINERS CLOSED WHEN NOT IN USE. USE WITH ADEQUATE VENTILATION.

CONTAINERS, EVEN THOSE THAT HAVE BEEN ENPTIED, CAN CONTAIN EXPLOSIVE VAPORS. 0O NOT CUT, DRILL.

GRIND, WELD OR PERFORM SIMILAR OPERATIONS DN OR NEAR CONTAINERS. 0O NOT PRESSURIZE ORUM GCONTAINERS
TO EMPTY THEM. .

STATIC ELECTRICITY MAY ACCUMULATE AND CREATE A FIRE HAZARD, GROUND FIXED EQUIPMENT. HOND AND
GROUND TRANSFER CONTAINERS AND EQUIPMENT .

WASH WITH SOAP AND WATER BEFORE EATING, DRINKING, SMOKING, APPLYING COSMETICS, Of USING TOILET
FACILITIES. LAUNDER CONTAMINATED CLOTHING BEFORE REUSE. AIR-DRY GONTAMINATED CLOTHING IN A WELL
VENTILATED AREA BEFORE LAUNDERING.

DEPARTMENT OF TRANSPORTATION CLASSIFICATION:
CLASS 3 (FLAMMABLE LIQUIDS), II

D.0.T. PROPER SHIPPING NAME :
PETROLEUM DISTILLATES, N.D.S. (PETROLEUM NAPHTHA)

OTHER REQUIREMENTS:
UN1268, GUIDE a7
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SECTION XIV OTHER REGULATORY CONTROLS
THIS PRODUCT IS LISTED ON THE EPA/TSCA INVENTORY OF CHEMICAL SUBSTANCES .
PRATECTION DF STRATOSPHERIC OZONE (PURSUANT TO SECTION 611 OF THE CLEAN AIR ACT AMENDMENTS OF

1990): PER 40 CFR PART 82, THIS PROOUCT DOES NGT
ANY CLASS 1 OR CL&SS II OZONE DEPLETING SUBSTANCES.
IN ACCORDANCE WITH SARA TITLE III, SECTION 313,

THE ENVIRONMENTAL DATA SHEEY (EDS) SHOUL
COPTED AND SENT WITH THE MSDS.

- - -

SECTION xv

THE FOLLOWING CHEMICALS ARE SPECIFICALLY LISTED BY INDIVIDUAL
AND SAFETY DATA IN OTHER SECTIONS DF THE MSDS MAY ALSO BE APPL
DETAILS ON YQUR REGULATORY REQUIREMENTS YOU SHOULD CONTACT THE

STATES; OTHER PRODUCT SPEC

ICABLE FOR STATE REQUIREMENTS.
APPROPRIATE AGENCY IN YOUR STATE.

CONTAIN NOR WAS IT DIRECTLY MANUFACTURED WITH

D ALWAYS BE

IF1C HEALTH
FOR

STATE LISTED COMPONENT PERCENT STATE CODE
HEXANE, N- CA, CT, FL, IL, LA, MA, ME, NN,
(cas NO: 110-53-3 ) 25-15 NJ, -PA, AI
CYCLOHEXANE €A, CT, FL, IL. LA, Ma, ME, MN,
{cas NO: 110-82-7 ) 1-2 NJ, PA, RI
METHYL PENTANE, 2- FL., MA, MN, PA
(CAS NO: 107-83-% ) 20-24
METHYL PENTANE, 3- FL. MA, PA
(CAS NO:  96-14-0 ) 18-22
BENZENE MA, CAGSC
(CAS NO: 71-43-2 1 <50 PPM
CA * CALIFORNIA MAZ. SUBST. LIST: CAGSC, CAGSA, CAGS5C/R = CALIFORNIA SAFE DRINKING WATER AND
TOXICS ENFORCEMENT ACT OF 1986 OR PRDPOSITION 65 LIST; CT = CONNECTICUT TOXIC, SUBST. LIST; FL =
FLORIDA SUBST. LIST: IL = ILLINOIS TCX. SUBST. LISY: LA = LOUISIANA HAZ. SUBST. LIST; Ma =
MASSACHUSETTS SUBST. LIST; ME = MAINE HA2. SUBST. LIST; MN = MINNESDTA MAZ. SUBST. LIST; Nu =
NEW JERSEY MAZ. SUBST. LIST: PA = PENNSYLVANIA HAZ. SUBST. LIST; RI = RHODE ISLAND HAZ . SUBST. LIST.
CALIFORNIA PROPOSITION &5 FODTNOTE: CAGSC = THE CHEMICAL IDENTIFIED WITH THIS CODE IS KNOWN TO THE
STATE OF CALIFORNIA TO CAUSE CANCER. ~ CA65R = THE CHEMICAL IDENTLFIED WITH THIS CQDE IS KNOWN TO

THE STATE QF CALIFORNIA TO CAUSE BIRTH DEF
IDENTIFIED WITH THIS CODE IS KNOWN TO THE S
DEFECTS OR OTHER REPRODUCTIVE HARM.

ECTS OR DTHER REPRODUCTIVE HARM.

TATE OF CALIFORNIA TO CAUSE BOTH CANCER AND B

THIS MSDS REVISION HAS CHANGES IN SECTION XY - STATE REGULATORY INFDRMATION

CAGEC/R = THE CHEMICAL

IRTH
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THE INFORMATION CONTAINED HEREIN IS BASED ON THE DATA AVAILABLE TO US AND IS BELLEVED TO BE CORRECT.
HOWEVER, SHELL MAKES NO WARRANTY, EXPRESSED OR IMPLIED REGARDING THE ACCURACY OF THESE DATA OR THE

RESULTS TO BE OBTAINED FROM THE USE THEREOF. SHELL ASSUMES NO RESPONSIBILITY FOR INJURY FROM THE
USE OF THE PRODUCT DESCRIBED $EREIN.

DATE PREPARED:SEPTEMBER 10, 1995
J. C. WILLETT
BE SAFE -
READ OUR PRODUCT SHELL OIL COMPANY

SAFETY INFORMATION ...AND PASS IT OM PRODUCT SAFETY AND CONPLIANCE
(PROGUCT LIABILITY LAW : P. 0. BOX 4320

REQUIRES IT) o HOUSTON, TX 77210



